CHAPTER 51 PLASTER TEXTURES AND ACRYLIC
FINISHES

Depicted in this chapter are specimens of plaster texture
used generally to describe material prepared with either portland cement or gypsum. The tcecrond fiosshisud
chapter describes a factory-prepared, integrally colored finish which over the years has come to be used to describe all
colored portland cement finishes.

Each of the pictures shown herein was photographed from the same distance of approximately four feet and depicts a one
square-foot panel. Plaster prepared in a plastic state may create a great variety of design configurations or texture
patterns.

Note: weather will affect color and/or texture.

Plaster assemblies are the most commonly used exterior cladding the Southwest. Since it lasts the life of the building,
redecoration is necessary only when a change in color and/or texture is desired. Nevertheless, stucco is one of the most
economical materials a designer can specify. Marblecrete, for example, produces a highly attractive surface at a fraction
of what exposed aggregate concrete costs. The architect is limited only by his or her imagination in choice of texture
treatments.
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Designers, builders and contractors can pick from a wide variety of textures in this catalog. It is recommended that the
contractor prepare samples before construction to assure that all parties agree on the finish to be produced. Color
selection should be made at the time specifications are written. Speci al colors not included
color chart usually require an additional charge. Deeper colors call for additional pigment and are therefore priced higher
and can also affect the texture.

Mill-mixed colored stucco is produced under controlled conditions in modern plants to insure uniformity from batch to
batch, However, textures depicted in this catalog can also be achieved using a figid mixa

For best results, specify ASTM C926 for application of portland cement plaster.
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Note: the suggested application procedures under each texture are just that, suggested. TSIB understands that a
knowledgeable and experienced contractor will have his own means and methods to ultimately achieve the specified
finish or texture.
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Fine Sand Float

SUGGESTED APPLICATION PROCEDURES:

. Apply a first coat and double back
with a second application. Plaster mix
is to be formulated with a blend of a
20/30 aggregate.

2. Using circular motion, rub surface
with float to achieve uniform pattern,
bringing sand particles to surface. An
absolute minimum of water should
be used in floating.

Medium Sand Float

SUGGESTED APPLICATION PROCEDURES:
. Apply a first coat and double back

with a second application. Plaster mix
is to be formulated with a blend of a
16 /20 aggregate.

2. Using circular motion, rub surface
with float to achieve uniform pattern,
bringing sand particles to surface. An
absolute minimum of water should
be used in floating.

Heavy Sand Float

SUGGESTED APPLICATION PROCEDURES:

. Apply a first coat and double back with
a second application. Plaster mix is to

be formulated with coarse aggregate or
relatively coarse blend.

2. Using circular motion, rub surface
with float to achieve uniform pattern,
bringing sand particles to surface. An
absolute minimum of water should
be used in floating.
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Light Dash

SUGGESTED APPLICATION PROCEDURES:
. Apply a first coat to produce complete
color coverage.

. Apply a second dash coat for texture
depth and uniformity when first coat
is dry, using a plaster mix of thinner

proportionately more atomizing
air at the gun nozzle.
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Medium Dash

SUGGESTED APPLICATION PROCEDURES:

. Apply a first coat to produce complete
color coverage.

. Apply a second dash coat for texture
depth and uniformity when first coat
is dry.

Use a medium amount of atomizing
air at the gun nozzle.
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&= Heavy Dash

SUGGESTED APPLICATION PROCEDURES:

1. Apply a first coat to produce complete

color covera 8¢€.

2. Apply a second dash coat for texture
depth and uniformity when first coat
is dry, mortar to be of relatively stiff’
consistency.

. Use relatively 1 atomizing air at the
gun nozzle and lower water ratio of

the plaster.

Tunnel Dash

SUGGESTED APPLICATION PROCEDURES:

. Apply a first coat to produce complete
color coverage.
2. When surface moisture leaves, or on
second day, apply a second heavy coat.
3. Use low atomizing air and reduce water
ratio of the pla:

Knockdown Dash

SUGGESTED APPLICATION PROCEDURES:

1. Apply a first coat in thin consistency to
produce complete color coverage.
Apply a coarse second dash coat for
texture depth and uniformity, allowing
some of the first coat to show through.

. Trowel lightly after moisture surface

leaves.
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Smooth

SUGGESTED APPLICATION PROCEDURES:

1. Apply a first coat to completely
cover base.

2. Apply a second coat and steel trowel
to a smooth finish.
Note: An accelerator can be used in the
first coat. Smooth finishes are subject to
moderate cracking. Also, “burn” lines and

nds further decorating of this
finish with an approved coating.

Santa Barbara

SUGGESTED APPLICATION PROCEDURES:

1. Apply a first coat to completely
cover base.

2. Apply a second coat and steel trowel
to a smooth finish, leaving minor tool
marks and “open” areas.

Note: An accelerator can be used in the

finish with an approved coating.
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Cat Faces

SUGGESTED APPLICATION PROCEDURES:

1. Apply a first coat to completely

cover base.

. Apply a second coat and steel trowel
to a smooth finish leaving the first
coat exposed in the design specified.
Note: An accelerator can be used in the

first coat. Smooth finishes are subject to
" e 1g. Also, “burn” lines and
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color mottling can be expected. TSIB
recommends further decorating of this
finish with an approve

Light Lace

SUGGESTED APPLICATION PROCEDURES:

. Apply a first coat to completely
cover base.

. When surface moisture leaves, trowel
apply light second coat in random

directions.

. Knock down surfaces lightly with trowel.
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